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Safety system with 360° perimeter 
control thanks to the double laser 
safety scanner.

HMI CubeUI

Removable electronics

New generation human-machine interface 
for automation at your fingertips, whether 
you are an operator, shift supervisor or 
maintenance technician, with dedicated 
pages that are easy to use both on board 
the robot and remotely.

For better management of 
issues, the entire electrical unit, 
including the battery, can be 
quickly removed and replaced 
to minimise system downtime.

Perception is crucial in a mobile 
robot, which is why MobiCUBE is 
available with 2D and 3D artificial 
vision.

Perception with 
CubeVISION Navi

The solution can be easily equipped with 
customised load transfer modules according 
to requirements, such as lifters up to 1500 kg, 
roller conveyors and robotic modules.

Custom modules

CubeSAFETY safety

CubeOS® 

automation software

The automation operating system, 
which integrates the work application, 
which in this case is CubeFLEET.



AVAILABLE OPTIONS

PLATFORM CUSTOM TUGGER TUNNEL ADD-ON

MOBICUBE P&L500

Dimensions 800 x 1100 x 300 mm

Maximum payload (P) 500 Kg

Liftable payload (L) 500 Kg

Towing capacity 500 Kg

Maximum speed 2.5 m/s

Turning radius 0 m

Direction of movement Bidirectional

On-board power supply Electric

MOBICUBE P&L1500

Dimensions 800 x 1100 x 300 mm

Maximum payload (P) 1500 Kg

Liftable payload (L) 1500 Kg

Towing capacity 1500 Kg

Maximum speed 1.2 m/s

Turning radius 0 m

Direction of movement Bidirectional

On-board power supply Electric

MOBICUBE P&L1000

Dimensions 800 x 1100 x 300 mm

Maximum payload (P) 1000 Kg

Liftable payload (L) 1000 Kg

Towing capacity 1000 Kg

Maximum speed 1.8 m/s

Turning radius 0 m

Direction of movement Bidirectional

On-board power supply Electric

MOBICUBE

Dimensions 790 x 1800 x 1290 mm

Maximum payload 150 Kg

Towing capacity 5000 Kg

Maximum speed 1.6 m/s

Turning radius 1 m

Direction of movement Forward

Communication MQTT

MOBICUBE TUNNEL

Dimensions 500 x 800 mm

Maximum payload 250 Kg

Towing capacity 750 Kg

Maximum speed 0.8 m/s

Turning radius 0.4 m

Direction of movement Forward

Communication MQTT

MOBICUBE TUGGER

Dimensions 500 x 700 mm

Maximum payload 50 Kg

Towing capacity 750 Kg

Maximum speed 0.8 m/s

Turning radius 0.4 m

Direction of movement Forward

Communication MQTT

MOBICUBE CUSTOM

Dimensions Custom

Maximum payload 500 Kg

Maximum towable load 500 Kg

Maximum speed 0.8 m/s

Turning radius 0.6 m

Direction of movement Bidirectional

Communication MQTT

P&L500T-R5000

P&L1000I-R750

P&L1500I-T750

CUSTOM

Lifter

Accessories

Trains

Trays
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INDEVA SYSDESIGN S.R.L.
via F. Zeni 8, P59-50-51
38068 Rovereto (Trento) - ITALY
tel  +39 0464 748050
sales@indeva-sysdesign.com

www.indeva-sysdesign.com

SCAGLIA INDEVA LTD.
Coney Green Business Centre, Clay Cross, 
Chesterfield, Derbyshire S45 9JW - UNITED KINGDOM
tel  +44 (0)1246 252333
info@uk.indevagroup.com

www.indevagroup.co.uk

SCAGLIA INDEVA INC.
3630 Green Park Circle, 
CHARLOTTE, N.C. 28217 - U.S.A.
tel  (+1) 704 461 03 55
info@us.indevagroup.com

www.indevamanipulators.com


